
Miscellaneous

Regency Wire and Cable

products from Regency Wire & Cable for all irrigation and 

constructed and carefully tested wire and cable products in-
cludes solutions for irrigation zone wiring, central control cable, 

copper, every step of manufacturing is handled in-house using
state-of-the-art equipment and monitored by a dedicated team 

-

Wire continually sets the industry benchmark for personalized 

of technical specialists, sales representatives and customer 
support personnel provides irrigation consultants, engineers, 
architects, distributors and contractors with knowledgeable, 

Item No. Description Price

P80-080 2" 80 Mesh Screen Filter with Flush Cap 164.61
P80-120 2" 120 Mesh Screen Filter with Flush Cap 164.61
P80-155 2" 155 Mesh Screen Filter with Flush Cap 164.61
P80-200 2" 200 Mesh Screen Filter with Flush Cap 168.27

DIG Filters

Item No. Description Price

FIL-75 3/4" In Line Micro Filter 9.82

Micro Filters

TORO Filters
-

-Constructed of highest quality plastics for durability and corrosion 

DIG Filters

-

-Low friction loss 
-Wide range of stainless steel screens in 80-200 mesh 

-Color coded replacement screens 

cleaning 
-Non-corrosive materials 

cartridge

Item No. Description Price

ALFD75150-L 3/4" Disc Y Filter - 150 Mesh 35.00
ALFD10150-L 1" Disc Y Filter - 150 Mesh 48.00
ALFD15150-L 1 1/2" Disc Y Filter - 150 Mesh 65.00
ALFS75170-S 3/4" Small Body Filter - 150 Mesh 34.48
ALFS75170-L 3/4" Large Body Filter - 150 Mesh 23.63
ALFS10050-S 1" Small Body Filter - 150 Mesh 30.54
ALFS10050-L 1" Large Body Filter - 150 Mesh 38.41
ALFS10150-S 1 1/2" Small Body Filter - 150 Mesh 131.25
ALFS10150-L 1 1/2" Large Body Filter - 150 Mesh 121.93

TORO Filters

Item No. Description Price

WP18-002-250 2 Conductor Underground Coated Wire - 250' 66.83
WP18-003-250 3 Conductor Underground Coated Wire - 250' 89.10
WP18-004-250 4 Conductor Underground Coated Wire - 250' 118.80
WP18-004-1000 4 Conductor Underground Coated Wire - 1000' 475.20
WP18-005-250 5 Conductor Underground Coated Wire - 250' 139.43
WP18-005-1000 5 Conductor Underground Coated Wire - 1000' 557.70
WP18-006-250 6 Conductor Underground Coated Wire - 250' 165.83
WP18-006-1000 6 Conductor Underground Coated Wire - 1000' 663.30
WP18-007-250 7 Conductor Underground Coated Wire - 250' 191.40
WP18-007-1000 7 Conductor Underground Coated Wire - 1000' 765.60
WP18-008-250 8 Conductor Underground Coated Wire - 250' 211.20
WP18-009-250 9 Conductor Underground Coated Wire - 250' 237.60
WP18-009-1000 9 Conductor Underground Coated Wire - 1000' 950.40
WP18-010-250 10 Conductor Underground Coated Wire - 250' 265.65
WP18-010-1000 10 Conductor Underground Coated Wire - 1000' 1062.60
WP18-012-250 12 Conductor Underground Coated Wire - 250' 311.03
WP18-012-1000 12 Conductor Underground Coated Wire - 1000' 1244.10
WP18-013-250 13 Conductor Underground Coated Wire - 250' 331.65
WP18-013-1000 13 Conductor Underground Coated Wire - 1000' 1326.60
WP18-016-250 16 Conductor Underground Coated Wire - 250' 450.65
WP18-019-250 19 Conductor Underground Coated Wire - 250' 528.99
WP18-025-250 25 Conductor Underground Coated Wire - 250' 677.99
W08-002-250 8 Gauge, 2 Conductor Night Lighting Wire- 250' 516.42
W10-002-250 10 Gauge, 2 Conductor Night Lighting Wire- 250' 325.05
W12-002-250 12 Gauge, 2 Conductor Night Lighting Wire- 250' 214.50
W12-002-1000 12 Gauge, 2 Conductor Night Lighting Wire- 1000' 858.00
W18-002-250 18 Gauge, 2 Conductor Night Lighting Wire- 250' 75.50

Regency Wire
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Helpful Tips and Calculations

Station Run Time

Precipitation rate

Horse Power

HP =    ------------------------------------------

Precipitation Rates

              

Square/Rectangular Spacing
             

             

Area and Flow
       
PR=                            Total Irrigated Square Feet of Zone

2

Slope
      Rise (Measure in Length)
S=       Run (Measure in Length)  

Friction Loss Formulas

loss for 100 feet of pipe

Helpful Irrigation Calculations

Triangular Spacing

Square Spacing

Irregular Spacing

Determining Pond Volumes
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Estimating Gallons In a Pond

Knowing how many gallons are in a pond helps 

Calculating Liner Size
Calculate Liner Length

To Calculate Liner Width
Pump Terms

TDH = Total Dynamic Head
This is the total lift in feet that a pump will produce 
combining vertical lift from the surface of a pond 

Point on a centrifugal pump performance curve at 
which the pump is designed to work and has the 

Pump Head
Pump head is calculated by measuring how many 
feet the water will drop from the top of the wa-

Pump Facts

   pump can move water

Sizing a Waterfall Pump

Add 1 ft of head for every 10 ft of hose

Calculating Waterfall Flow Rate
Light Flow =  100 gph per inch of spillway
Average Flow =  150 gph per inch of spillway
High Flow =   200 gph per inch of spillway

Optimal Pipe Sizing Chart

Fish Feeding Tips
Feeding Rate: 

Food Quality: Higher quality (and most of the 

Seasonal Foods: Fish have different nutritional 

Winter: Stop feeding when the water temperature 

Helpful Tips and Calculations
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TO CONVERT FROM TO        MULTIPLY BY

Area   Acres  Feet  43560

   Feet  Inches  144

   Hectares Meters  10,000

Power   

Length  Feet  Inches  12

   Miles  Feet  5280

Pressue  

Velocity  
   
Volume  

   Acres/Feet Feet  43,560

2

2

2 2

2

22
2 2

3

3

3

3

3

3

3

3

3

3

3

Advantage of Head to Head Spacing For Sprinklers

The absolute number one rule in spacing is called 

Head-to-Head coverage applies to both sprays and ro-

you were to use a stand alone method you will most 
likely see dry brown spots in areas of your lawn due to 

watering as a remedy, however this is wasteful and cost-

method (known as a stand-alone method) you would 

Conversions
Length            

Area               1 acre = 43,560 sq ft
             1 acre foot = 325,851 Gallons
                                   
Volume            

Weight            

Power                1 HP = 746 Watts

Helpful Tips and Calculations
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Pressure Loss Charts

Flow Velocity Pressure Loss
(GPM) (FPS) (PSI)

1 - -
2 - -
3 - -
4 1.48 0.46
5 1.86 0.76
6 2.23 1.06
7 2.60 1.37
8 2.97 1.80
9 3.34 2.23

10 3.71 2.76
11 4.08 3.07
12 4.45 3.85
13 4.83 4.45

Flow Velocity Pressure Loss
(GPM) (FPS) (PSI)

1 0.60 0.15
2 1.20 0.48
3 1.80 1.00
4 2.41 1.64
5 3.01 2.46
6 3.61 3.45
7 4.21 4.59
8 4.81 5.85
9 5.41 7.29

10 6.02 8.85
11 6.62 10.60
12 7.22 12.40
13 7.82 14.40

Blue Lock Pipe

Class 200 PVC Prime Poly

1” Pipe Pressure Loss
Blu-Lock Advantage

and Go” design it cuts your install time by 
at least 50 percent over conventional meth-

-
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Terminology

ABSORPTION RATE

APPLICATION RATE -

ARC -

AS-BUILT-PLAN - A corrected or redrawn plan showing the actual scaled location of all major components of the 

AUTOMATIC CONTROL VALVE - An electric or hydraulic remote control valve in a sprinkler system which is 

AUTOMATIC SYSTEM - An irrigation system which will automatically cycle (water) according to a preset pro-

BACKFLOW PREVENTION DEVICE

BOOSTER PUMP - A pump which is installed in the water supply line and is designed to raise the pressure in the 

CHECK VALVE
CONTROL WIRES - The wires which transmit the signals to open and close from the automatic controller to the 

CONTROLLER - An automatic timing device, which signals the automatic valves to open or close according to a 

CYCLE
DISTRIBUTION UNIFORMITY- A general term designating how uniform the application of water is between 

DRIP IRRIGATION

DUAL PROGRAMMING - The feature on some automatic controllers that allows two different watering schedules 

EMITTERS

EMITTER TUBING

EVAPOTRANSPIRATION
FIPT
FLOW
FOOT-HEAD ("FEET OF HEAD")

FRICTION LOSS
G.P.M.
GAUGE (WIRE)
HEAD TO HEAD SPACING
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INSERT FITTINGS
INSIDE SHUT-OFF

LATERAL PIPING
LOOP MAIN LINE - A looped main line is a main line designed to provide water to any valve from two or more 

MAIN LINE - That portion of the piping under constant pressure located between the water source or remote control 

MANIFOLD

MANUAL SYSTEM
MASTER VALVE

MICRO TUBING

MICRO SPRINKLER

MIPT
NOZZLE

P.S.I
P.V.C. PIPE
POLYETHYLENE PIPE

PRESSURE COMPENSATING -

PRESSURE LOSS
PUMP CIRCUIT - The optional switch on some automatic controllers which energizes a pump starter when controller 

SLEEVE

SPACING
SPRINKLER HEAD

STATIC PRESSURE
SWING JOINT - A series threaded nipple and elbow connections between the lateral pipe and sprinkler which allows 

VALVE BOX 
WATER HAMMER
ZONE

Terminology
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2011 PRODUCT CATALOGUE

103, 90 Freeport Blvd NE
T3J 5J9

P: 403-250-2685
F: 403-250-1758

Calgary, AB 

info@regencyirrigation.com

www.regencyirrigation.com


